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Installing a Mini PCIe Module

1. 	Locate the Mini PCIe socket on the board.

Mini PCIe
socket

2. 	 Insert the module into the Mini PCI Express slot at a 45 degrees angle 
until the gold-plated connector on the edge of the module completely 
disappears inside the slot.

Mini PCIe
socket

Mini PCIe
module
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3. 	Push the module down then secure it with mounting screws.
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Installing the SATA-On-Disk Module

1. 	Make sure the supporting stud is fastened in place. The stud is used to 
stabilize the module. Remove the mounting screw that is located on 
top of the stud.

Remove 
mounting 
screw

Stud
Stud

2. 	Connect the provided cable to the connector on the module.

Cable

Connector on 
the module
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3. 	Locate the SATA port on the board.

SATA 
port

4. 	 Install the module to a SATA port via the connector at the solder side of 
the module then secure the module by replacing the mounting screw 
you removed earlier.

Mounting 
screw

Stud
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5. 	Connect one end of the provided cable to the power connector on the 
board.

Cable

6. 	Connect the other end of the cable to the cable that is attached to the 
module.

Cable attached to 
the power connector

Cable attached 
to the module
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7. 	The figure below shows the properly connected cables.
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Installing a SATA Hard Drive
Remove the supporting stud from the chassis.1.	

Stud

2.	 Remove the HDD brackets from the chassis.

HDD bracket

HDD bracket

HDD brackets
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3.	 Position the HDD brackets on each side of the SATA drive. Align the 
mounting holes that are on the sides of the SATA drive with sides of 
the HDD brackets’ mounting holes.

Top of SATA Drive

Bottom of SATA Drive

HDD bracketHDD bracket

4.	 Place the SATA drive into the chassis. Align the mounting holes of the 
HDD brackets with the mounting studs in the chassis then use the 
provided screws to secure the drive to the chassis.

HDD bracketHDD bracket

Mounting 
hole

Mounting 
hole

Mounting 
hole

Mounting 
hole

Mounting 
screw

SATA 
drive



Copyright © 2008 NEXCOM International Co., Ltd. All Rights Reserved. 26

Chapter 3: System Setup

NDiS 120 User Manual

5.	 Connect one end of the SATA power cable to the SATA power connec-
tor that is on the board then connect the other end of the cable to the 
SATA power connector at the rear of the SATA drive.

SATA power 
cable

Cable connected to the 
SATA power connector 
on the board

Cable connected 
to the SATA drive

SATA data cable

Cable 
connected 
to the SATA 
drive

6.	 Connect one end of the SATA data cable to the SATA connector that is 
on the board then connect the other end of the cable to the SATA con-
nector at the rear of the SATA drive. 

Cable connected 
to the SATA 

connector 
on the board


